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[bookmark: _Toc492028667][bookmark: _Toc239043071]Introduction
This process category focuses on the Political Reform Division (PRD) configuration of various data variables and parameters, such as system user roles, attributes and permissions, fees, fines and penalties, and system validation errors.
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The use case overview diagram illustrates use cases represented in this document and the interaction with an actor(s). The diagram further illustrates interaction between the use cases themselves. 
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[bookmark: _Toc492028670]CARS-UC-SA-01: Configure System
[bookmark: _Toc492028671]Main Flow: Configure Public-Facing Parameters
	Description:
	CARS will provide the PRD System Administrator with the ability to establish, configure, edit, change, and delete system configuration that will govern how the system functionally performs.
Use case SA-01 outlines system configurable functionality to support business activity; from public interaction with the system to tracking all administered system configuration actions. Note: this use case does not describe system configuration responsibility of the Secretary of State – Information Technology Division (SOS ITD).

	Actors:
	PRD System Administrator (aka: The User)
CARS (aka: The System)

	Trigger(s):
	N/A

	Pre-Conditions:
	The PRD Administrator is authorized to establish and manage system configuration settings.

	Post-Conditions:
	· The System established the public-facing configuration settings
· The System applied the public-facing configuration settings / changes
· The System informed the Administrator of any condition that prevented the action from successfully completing

	Solution-Level Requirements:
	Global Requirements
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	Step
	PRD System Administrator
	CARS

	1
	The User selects the System Configuration option.
	The System presents the administrative login window.

	2
	The User enters login credentials.
	The System validates the entered login credentials.

Exception Flow: 
3.1.10 Administrative Login Failed

	3
	
	The System presents the system configuration interface.

	4
	The User selects the Configure Public-Facing Parameters option.

Alternate Flow:
3.1.2 Configure System Users

Alternate Flow:
3.1.3 Configure User Notifications

Alternate Flow:
3.1.4 Configure Correspondence & Reporting Parameters 

Alternate Flow:
3.1.5 Configure Filing Submission

Alternate Flow:
3.1.6 Configure Global System 
Parameters
	The System presents the public-facing parameters configuration window.

	5
	The User establishes / edits the public-facing configuration parameter(s).
	

	6
	The User can optionally enter a configuration begin date/time and end date/time for the configuration.
	The System validates the User entered public-facing configuration parameters.

Exception Flow: 
3.1.11 System Configuration Error Encountered

	7
	
	The System informs the Admin that change will impact public-facing records.

	8
	
	The System confirms whether the change should continue.

	9
	The User confirms the change.

Alternate Flow:
3.1.9 Cancel Configuration Changes
	The System presents a message stating that the configuration setting was successful.

	End Main Flow
	






[bookmark: _Toc492028672]Alternate Flow 1: Configure System Users
	Flow Scenario: 
	A PRD Administrator is establishing, configuring, editing, changing, and/or deleting system user configuration settings.

	Post-Condition:
	· The System applied the system user configuration settings / changes
· The System informed the Administrator of any condition that prevented the action from successfully completing

	Branched from Main Flow Step #:
	4

	Branch To:
	N/A

	

	Step
	PRD System Administrator
	CARS

	A1-1
	The User selects the Configure System User option.
	The System presents the system user configuration window.

	A1-2
	The User establishes / edits the system user configuration parameter(s).
	

	A1-3
	The User can optionally enter a configuration begin date/time and end date/time for the configuration.
	The System validates the User entered system user configuration parameters.

Exception Flow: 
3.1.11 System Configuration Error Encountered

	A1-4
	
	The System presents a message stating that the configuration setting was successful.

	Use Case ends
	




[bookmark: _Toc492028673]Alternate Flow 2: Configure User Notifications
	Flow Scenario: 
	A PRD Administrator is establishing, configuring, editing, changing, and/or deleting user notification settings.

	Post-Condition:
	· The System applied the system user configuration settings / changes
· The System informed the Administrator of any condition that prevented the action from successfully completing

	Branched from Main Flow Step #:
	4

	Branch To:
	N/A

	

	Step
	PRD System Administrator
	CARS

	A2-1
	The User selects the Configure User Notifications option.
	The System presents the user notification configuration window.

	A2-2
	The User establishes / edits the user notification configuration parameter(s).
	

	A2-3
	The User can optionally enter a configuration begin date/time and end date/time for the configuration.
	The System validates the User entered user notification parameters.

Exception Flow: 
3.1.11 System Configuration Error Encountered

	A2-4
	
	The System presents a message stating that the configuration setting was successful.

	Use Case ends
	




[bookmark: _Toc492028674]Alternate Flow 3: Configure Correspondence & Reporting Parameters
	Flow Scenario: 
	A PRD Administrator is establishing, configuring, editing, changing, and/or deleting correspondence / reporting settings.

	Post-Condition:
	· The System applied the system user configuration settings / changes
· The System informed the Administrator of any condition that prevented the action from successfully completing

	Branched from Main Flow Step #:
	4

	Branch To:
	N/A

	

	Step
	PRD System Administrator
	CARS

	A3-1
	The User selects the Configure Correspondence & Reporting option.
	The System presents the correspondence and reporting configuration window.

	A3-2
	The User establishes / edits the correspondence and/or reporting configuration parameter(s).
	

	A3-3
	The User can optionally enter a configuration begin date/time and end date/time for the configuration.
	The System validates the User entered configuration and/or reporting parameters.

Exception Flow: 
3.1.11 System Configuration Error Encountered

	A3-4
	
	The System presents a message stating that the configuration setting was successful.

	Use Case ends
	




[bookmark: _Toc492028675]Alternate Flow 4: Configure Filing Submission
	Flow Scenario: 
	A PRD Administrator is establishing, configuring, editing, changing, and/or deleting filing submission settings.

	Post-Condition:
	· The System applied the system user configuration settings / changes
· The System informed the Administrator of any condition that prevented the action from successfully completing

	Branched from Main Flow Step #:
	4

	Branch To:
	N/A

	

	Step
	PRD System Administrator
	CARS

	A4-1
	The User selects the Configure Filing Submission option.
	The System presents the filing submission configuration window.

	A4-2
	The User establishes / edits the filing submission configuration parameter(s).
	

	A4-3
	The User can optionally enter a configuration begin date/time and end date/time for the configuration.
	The System validates the User entered filling submission parameters.

Exception Flow: 
3.1.11 System Configuration Error Encountered

	A4-4
	
	The System presents a message stating that the configuration setting was successful.

	Use Case ends
	




[bookmark: _Toc492028676]Alternate Flow 5: Configure Global System Parameters
	Flow Scenario: 
	A PRD Administrator is establishing, configuring, editing, changing, and/or deleting global system parameter settings. This includes configuration of assessments based on compliance business rules. 

	Post-Condition:
	· The System applied the system user configuration settings / changes
· The System informed the Administrator of any condition that prevented the action from successfully completing

	Branched from Main Flow Step #:
	4

	Branch To:
	N/A

	

	Step
	PRD System Administrator
	CARS

	A5-1
	The User selects the Configure Global System Parameters option.
	The System presents the global system parameter configuration window.

	A5-2
	The User establishes / edits the global system parameter(s).
	

	A5-3
	The User can optionally enter a configuration begin date/time and end date/time for the configuration.
	The System validates the User entered global system parameters.

Exception Flow: 
3.1.11 System Configuration Error Encountered

	A5-4
	
	The System presents a message stating that the configuration setting was successful.

	Use Case ends
	




[bookmark: _Toc492028677]Alternate Flow 6: Automatically Track System Configuration Parameters
	Flow Scenario: 
	The System is tracking and capturing all PRD Administrative configurations, whether a configuration is being established, edited, changed, and/or removed from the system configuration settings.
Note: the system action of “tracking” is an action that is automatic and as such, will not be called (referenced) by other flows within this use case. 

	Post-Condition:
	· The System tracked the establishment of a new system configuration/setting when not already present
· The System tracked the editing of an already existing system configuration
· The System tracked the changing of an already existing system configuration
· The System tracked the removal of a system configuration

	Branched from Main Flow Step #:
	N/A

	Branch To:
	N/A

	

	Step
	PRD System Administrator
	CARS

	A6-1
	
	The System detects a configuration creation or change that requires tracking.

	A6-2
	
	The System accessed the system configuration tracking log. 

Alternate Flow:
3.1.8 Create System Configuration Tracking Log

	A6-3
	
	The System adds the system configuration creation or change to the log. 

	A6-4
	
	The System adds the user who is making change to the log.

	A6-5
	
	The System adds the date and time of the change to the log.

	Use Case ends
	




[bookmark: _Toc492028678]Alternate Flow 7: Create System Configuration Tracking Log
	Flow Scenario: 
	The System is creating a tracking log to capture all system configuration changes; creating, editing, changing, deleting.

	Post-Condition:
	The System created a new system configuration tracking log 

	Branched from Main Flow Step #:
	A6-2

	Branch To:
	N/A

	

	Step
	PRD System Administrator
	CARS

	A7-1
	
	The System creates a new system configuration tracking log. 

	A7-2
	
	The System assigns the log creation date and time.

	A7-3
	
	The System notifies the PRD Administrator of the logs creation.

	Use Case ends
	




[bookmark: _Toc492028679]Alternate Flow 8: Cancel Configuration Change
	Flow Scenario: 
	The Administrator is cancelling the action to create or change a system configuration setting/parameter.

	Post-Condition:
	The System cancelled all Admin system configuration actions without saving the change(s). 

	Branched from Main Flow Step #:
	8

	Branch To:
	N/A

	

	Step
	PRD System Administrator
	CARS

	A8-1
	The User select the Cancel Configuration Change option.
	The System discards any User configuration created / changed setting.

	A8-2
	
	The System informs the User that the configuration creation/change has been cancelled.

	Use Case ends
	




[bookmark: _Toc492028680]Exception Flow 1: Administrative Login Failed
	Flow Scenario: 
	The System cannot validate the user-entered login credentials when the user is attempting to access the CARS administration configuration functionality.

	Post-Condition:
	The System informed the user that the entered login credentials do not match the credentials on file.

	Branched from Main Flow Step #:
	2

	Branch To:
	N/A

	

	Step
	PRD System Administrator
	CARS

	E1-1
	
	The System encountered an error when attempting to validate the user-entered administrative login credentials.

	E1-2
	
	The System presents a message conveying that the entered login credentials could not be validated.

	E1-3
	
	The System logs the login attempt.

	E1-4
	
	The System notifies the SOS PRD Administrator(s) of the failed login attempt.

	Use Case ends
	




[bookmark: _Toc492028681]Exception Flow 2: System Configuration Error Encountered
	Flow Scenario: 
	The System encounters an error that precludes the system configuration setting from being applied.

	Post-Condition:
	The System informed the Admin of the error encountered while establishing / updating the system configurations.

	Branched from Main Flow Step #:
	6, or A1-3, or A2-3, or A3-3, or A4-3, or A5-3

	Branch To:
	5, or A1-2, or A2-2, or A3-2, or A4-2, or A5-2

	

	Step
	PRD System Administrator
	CARS

	E2-1
	
	The System encounters an error creating / configuring a system parameter.

	E2-2
	
	The System presents a message conveying that CARS encountered a situation where the system configuration action could not complete.

	E2-3
	
	The System notifies the SOS PRD Administrator(s) of the encountered error.

	Use Case ends
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